Standard Notes

EXISTING RWP CURRENTLY 1. This drawing is to be read in conjunction with all
T AR ELOWS INTO GULLY TO relev_?_nt ?rchltect s and Engineer's drawings and the
DRAIN INTO CHANNEL DRAIN specitication.
2. This drawing should not be scaled.
3. All dimensions are to be verified by the contractor on
site.
4. All discrepancies should be reported to the C.A. prior
to the commencement of the works.

FOR RAINGARDEN DETAIL SEE | © CIVIC ENGINEERS LIMITED
2268-CIV-XX-XX-D-C-31001

Notes and Keys
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PROPOSED RAINGARDEN GULLY

® FLOW CONTROL CHAMBER

x PROPOSED LEVEL

INVERT LEVEL TO BE CONFIRMED ON
SITE BY CONTRACTOR BEFORE
DRAINAGE WORKS COMMENCE.

4~ COORDINATES

1. BASED ON TOPO CREW TOPOGRAPHICAL SURVEY
DRAWING NO. MFS-TOP-262-2D-1 DATED 11.03.22.
2. BASED ON TOPO CREW UTILITIES SURVEY DRAWING
NO. MFS-UTI-262-2D-1 & 2 DATED 11.04.22.
3. BASED ON LONDON DRAINAGE FACILITIES CCTV
EXMH / 2268.CNHOODCII00L SURVEY REPORT TITLED LAMBETH COUNCIL
CL: 8.21 LDF67180 SENT VIA EMAIL TO CIVIC ENGINEERS ON
IL: 7.54 05.10.22.
4. TO BE READ IN CONJUNCTION WITH DRAWINGS
2268-CIV-XX-XX-D-C-30001 TO 31002.
5. ONLY SURFACE WATER TO BE DISCHARGED INTO
Ly CHANNEL DRAIN / NO FOUL WATER.
%) 6. CONTRACTOR TO SCAN AND CONFIRM LOCATION OF
0.5 UTILITIES PRIOR TO ANY EXCAVATION.
. 533386, 7. CONTRACTOR TO HAND DIG ONLY IN AREAS OF
1763%7.53 KNOWN UTILITIES.
8. ALL DIMENSIONS ARE IN METRE UNLESS OTHERWISE
STATED.
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